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Environmental Protection Agency § 89.6

NIST National Institute for Standards and
Testing

NMHC Nonmethane hydrocarbon
NTIS National Technical Information Serv-

ice
NO Nitric oxide
NO2 Nitrogen dioxide
NOX Oxides of nitrogen
O2 Oxygen
OEM Original equipment manufacturer
PM Particulate matter
SAE Society of Automotive Engineers
SEA Selective Enforcement Auditing
SI Spark-ignition
THC Total hydrocarbon
U.S.C. United States Code
VOC Volatile organic compounds

[59 FR 31335, June 17, 1994, as amended at 63
FR 56997, Oct. 23, 1998]

§ 89.4 [Reserved]

§ 89.5 Table and figure numbering; po-
sition.

(a) Tables for each subpart appear in
an appendix at the end of the subpart.
Tables are numbered consecutively by
order of appearance in the appendix.
The table title will indicate the model
year (if applicable) and the topic.

(b) Figures for each subpart appear in
an appendix at the end of the subpart.
Figures are numbered consecutively by
order of appearance in the appendix.
The figure title will indicate the model
year (if applicable) and the topic.

§ 89.6 Reference materials.

(a) Incorporation by reference. The
documents in paragraph (b) of this sec-
tion have been incorporated by ref-
erence. The incorporation by reference
was approved by the Director of the
Federal Register in accordance with 5
U.S.C. 552(a) and 1 CFR part 51. Copies
may be inspected at US EPA, OAR, 401
M Street SW., Washington, DC 20460, or
at the Office of the Federal Register,
800 N. Capitol Street NW., Suite 700,
Washington, DC.

(b) The following paragraphs and ta-
bles set forth the material that has
been incorporated by reference in this
part.

(1) ASTM material. The following
table sets forth material from the
American Society for Testing and Ma-
terials which has been incorporated by
reference. The first column lists the
number and name of the material. The
second column lists the section(s) of
this part, other than § 89.6, in which the
matter is referenced. The second col-
umn is presented for information only
and may not be all inclusive. Copies of
these materials may be obtained from
American Society for Testing and Ma-
terials, 100 Barr Harbor Drive, West
Conshohocken, PA 19428–2959.

Document number and name 40 CFR part 89 reference

ASTM D86–97:
‘‘Standard Test Method for Distillation of Petroleum Products at Atmospheric Pressure’’ .......... Appendix A to Subpart D.

ASTM D93–97:
‘‘Standard Test Methods for Flash Point by Pensky-Martens Closed Cup Tester’’ ..................... Appendix A to Subpart D.

ASTM D129–95:
‘‘Standard Test Method for Sulfur in Petroleum Products (General Bomb Method)’’ .................. Appendix A to Subpart D.

ASTM D287–92:
‘‘Standard Test Method for API Gravity of Crude Petroleum and Petroleum Products’’ (Hy-

drometer Method).
Appendix A to Subpart D

ASTM D445–97:
‘‘Standard Test Method for Kinematic Viscosity of Transparent and Opaque Liquids (the Cal-

culation of Dynamic Viscosity)’’.
Appendix A to Subpart D.

ASTM D613–95:
‘‘Standard Test Method for Cetane Number of Diesel Fuel Oil’’ .................................................. Appendix A to Subpart D.

ASTM D1319–98:
‘‘Standard Test Method for Hydrocarbon Types in Liquid Petroleum Products by Fluorescent

Indicator Adsorption’’.
Appendix A to Subpart D.

ASTM D2622–98:
‘‘Standard Test Method for Sulfur in Petroleum Products by Wavelength Dispersive X-ray Flu-

orescence Spectrometry’’.
Appendix A to Subpart D.

ASTM D5186–96:
‘‘Standard Test Method for ‘‘Determination of the Aromatic Content and Polynuclear Aromatic

Content of Diesel Fuels and Aviation Tubine Fuels By Supercritical Fluid Chromatography’’.
Appendix A to Subpart D.

ASTM E29–93a:
‘‘Standard Practice for Using Significant Digits in Test Data to Determine Conformance with

Specifications’’.
89.120; 89.207; 89.509.
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